
TRUCK AND BUS TIRES
PRODUCT CATALOGUE 



CONTENTS

The LineRoute Series

The MultiRoute Series

The MixWork Series

ESL06
EDL16
ETL26

EAR30
EDR50

EDM67
EAM68

EVERGREEN PRODUCT RANGE
EVERGREEN LIMITED WARRANTY

7
9

11

15
17

21
23

25
27

TIRE NAMING SYSTEM
TIRE MARKINGS

3
4



R L 16PR22.5 146/143

16PRR L22.5 146/143

43

EVERGREEN Tire off ers a wide selection of medium commercial tires for regional and local delivery trucks, long 

distance tankers and trailers, dump trucks, cement mixers and buses. Conventional and low profi le designs and 

standard, deep, extra deep and shallow tread depths are available to match your exact application needs.
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TIRE NAMING SYSTEM

SERIES ICON APPLICATION

LineRoute
Long-range travel with consistent speed and less braking or accelerating.

Well paved road surface with fewer curves.

MultiRoute
Journeys with repeated braking, acceleration, and turning.

Well-paved road with curves and occasionally rough conditions.

MixWork
Both on and off  road with aggressive, uneven, or muddy road conditions.

Heavy loads at medium to slow speeds and frequent stopping.

TIRE MARKINGS

Nominal rim
diameter (Inches)Construction Loading indes

(single / dual)

11

Speed
symbol

295/75

Nominal section 
width

(mm/Inches)

Ply rating. Indicates diff erent 
versions (load capacity/infl a-
tion pressure) of tires having 

the same size designation

Nominal aspect ratio 
or series (H/S*100)

Brand Name

Country of Origin

Rim Size

Ply Rating

M+S & 
3PMSF 

Mark

Location of operator’s
own brand

(when applicable)

Tire Size

DOT Number

INMETRO  
Certifi cation 

for Brazil

  Certifi cation 
ECE54

Regroovable Marking
Tubeless Marking

Tire Load and Air Pres-
sure

Safety Warning

Pattern Name

Load Indices 
(Single / Dual)



The LineRoute
Series
Engineered for your application. Tires for Long Haul use are designed for 
straight line, on-highway driving, distributing freight from state to state 
across great distances. Tires are optimized for high removal miles and fuel 
effi  ciency.
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The fuel effi  ciency steer axle tire for long-haul 
operation.

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

11R22.5 16 146/143L 8.25 6610 6005 120 20 11 41.5

11R24.5 16 149/146L 8.25 7160 6610 120 20 11 43.5

255/70R22.5 16 140/137M 7.50 5510 5070 120 16 10 36.6

285/75R24.5 16 147/144L 8.25 6610 6005 120 20 11.1 41.3

295/75R22.5 16 146/143L 9.00 6610 6005 120 20 11.7 39.9

LineRoute
ESL06

A wide tread design ensures even wear, 
exceptional handling, and improved 
stability.

5-rib pattern and groove edge blading 
are designed for longer mileage and fuel 
effi  ciency.

Durable construction provides better 
retreadability and durability performance.

Wide Tread Better Durability
Longer Mileage and Fuel 
Effi  ciency



with advanced technology and a 
closed-shoulder design that off ers 
unparalleled durability and stability.

The wide tread provides stability and 
uniformity, delivering steady driving 
force.

The stone ejection system contributes 
to the expulsion of stones and debris, 
which extends tire life.

Long haul drive axle tire with long mileage and 
fuel effi  ciency.

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

11R22.5 16 146/143L 8.25  6610 6005 120 29 11 41.9

11R24.5 16 149/146L 8.25  7160 6610 120 29 11 43.5

285/75R24.5 16 147/144L 8.25 6780 6175 120 29 11.1 41.3

295/75R22.5 16 146/143L 9.00  6610 6005 120 29 11.7 39.9

LineRoute
EDL16

Great Durability Powerful Driving Force Extended Tire Life
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A shallow tread design reduces rolling 
resistance for better fuel effi  ciency 
performance.

The improved footprint shape 
delivers even wear, allowing for 
increased removal miles.

Four main pattern grooves improve 
stability and driving comfort.

The fuel effi  ciency trailer axle tire for long-haul 
operation.

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

11R22.5 16 146/143M 8.25 6610 6005 120 11 11 41.5

295/75R22.5 16 146/143M 9.00 6610 6005 120 11 11.7 39.5

LineRoute
ETL26

Lower Rolling Resistance Increased Mileage Improved Stability

1211



The MultiRoute
Series
Engineered for your application. Tires for Regional use are designed for 
applications where vehicles spend the majority of their time on pavement 
with multiple stops through inter-city operations, and mostly paved roads. 
Tires are optimized for high scrub, cut-chip resistance applications, as well 
as traction.
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MultiRoute
EAR30

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

205/75R17.5 14 124/122M 6.00 3527 3307 109 16 8.1 29.6

215/75R17.5 16 135/133L 6.00 4805 4540 125 15 8.3 30.2

225/70R19.5 14 128/126L 6.75 3970 3750 125 15 8.9 31.9

235/75R17.5 16 132/130M 6.75 4409 4189 110 16 9.2 31.4

235/75R17.5 18 143/141L 6.75 6005 5675 125 16 9.2 31.4

245/70R19.5 16 136/134M 7.50 4938 4674 125 16 9.8 33.0

265/70R19.5 18 143/141J 7.50 6005 5675 130 17 10.3 34.1

285/70R19.5 18 150/148K 8.25 7825 6945 130 17 11.1 35.2

295/80R22.5 18 154/149M 9.00 8267 7164 130 20 11.7 41.10

The latest generation of high-performance 
steer and trailer tire for national and regional 
operations.

Excellent Handling 
Performance Enhanced Driving Stability Longer Tire Lifespan

The optimized pattern design improves 
both dry and wet handling in regional 
traffi  c conditions.

The highly rigid belt structure enhances 
driving stability.

The enhanced tread formula ensures a 
longer tread life and remarkable cut or 
chip resistance.
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Unique block pattern design enhances 
wet and dry grip and provides the 
powerful driving force.

The Silicon-rich tread compound ensures 
strong links in the polymer network for 
high abrasion resistance.

Regular pressure distribution ensures 
higher mileage potential.

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

205/75R17.5 14 124/122L 6.00 3527 3307 109 19 8.1 29.6

215/75R17.5 16 135/133L 6.00 4806 4542 125 19 8.3 30.2

235/75R17.5 18 143/141L 6.75 6008 5677 125 19 9.2 31.4

265/70R19.5 18 143/141J 7.50 6005 5675 130 20 10.3 34.1

285/70R19.5 18 150/148K 8.25 6614 6173 130 20 11.1 35.3

MultiRoute
EDR50

The latest generation of high- performance 
drive tire for national and regional operations.

Power Driving Force High Abrasion Resistance Higher Mileage



 Tires designed to move forward and climb over every obstacle in the 
roughest working terrains thanks to specifi c and robust technical 
solutions in both the casing and tread areas. The mixed service segment 
off ers a complete range of front, drive, and trailer tires developed to allow 
fl eets to work without restrictions at tough work sites and achieve very 
high mileage when used on asphalt roads. Enhanced materials are used 
in combination with state-of-the-art tire designs to off er a reliable 
solution for heavy operations.

The MixWork
Series
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The half-open shoulder tread design 
with improved cap base formula 
provides exceptional traction and driving 
force.

Innovational pattern with multi-step lugs 
design makes sure excellent anti-wear 
performance.

Regular pressure distribution ensures 
higher mileage potential.

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

11R22.5 16 146/143L 8.25 6610 6005 120 29 9  41 

11R24.5 16 149/146L 8.25  7160 6610 120 29 9  43 

MixWork
EDM67

Durable drive tire with long life span and great 
traction for mixed road conditions.

Power Driving Force
Excellent Anti-Wear 
Performance Higher Mileage
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Special tread compound formula 
provides cooler running and remarkable 
cut or chip resistance.

Longer Tire Lifespan

The strong casing structure makes the 
tire more durable and suitable for mixed 
road use.

Designed for Mixed Road 
Conditions

SIZE PR LI/SS STANDARD 
RIM

MAX LOAD MAX. 
PREASURE 

(psi)

TREAD 
DEPTH
(32nds)

SECTION 
WIDTH

(in)

OVERALL 
DIAMETER 

(in)SINGLE (lbs) DUAL (lbs)

11R22.5 16 146/143L 8.25  6610 6005 120 22 11.0 41.5 

11R24.5 16 149/146L 8.25  7160 6610 120 22 11.0 43.5 

MixWork
EAM68

Durable all-position tire with long life 
span and great traction for mixed road 
conditions.

Zigzag grooves provide driving force 
while ensuring stable driving.

Excellent Driving 
Performance
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EVERGREEN PRODUCT RANGE

SIZES LineRoute
ESL06

LineRoute
EDL16

LineRoute
ETL26

11R22.5  

11R24.5

205/75R17.5

215/75R17.5

225/70R19.5

235/75R17.5

245/70R19.5

255/70R22.5

265/70R19.5

285/70R19.5

285/75R24.5

295/75R22.5

295/80R22.5

MultiRoute
EAR30

MultiRoute
EDR50

MixWork
EDM67

MixWork
EAM68
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Prorated Adjustment
If a defect in materials and workmanship is confirmed by an officially appointed EVERGREEN representative in any 
EVERGREEN radial truck tire after the first 50% of the original usable tread, a credit will be provided toward the 
purchase of a comparable new EVERGREEN tire. The tire will be pro-rated based on the usable tread depth remaining 
on the returned tire versus the original tread of the new tire. Applicable taxes and current Federal Excise Tax (FET) on 
the new tire and the costs of mounting and balancing and other services will be the responsibility of the tire owner. 

Adjustments to “out-of-balance” or “out-of-round” tires will only be allowed only during the first 2/32” or 10% of the 
original tread depth.

Exclusions
A.   All EVERGREEN warranties are limited to the original purchaser and the original vehicle on which they are mounted. 
Warranties are not transferable to subsequent purchasers or vehicles.
B.   This limited warranty is valid only in the United States. Any tire used or equipped on a vehicle registered or regularly 
operated outside the United States is not covered by this warranty.
C.   The following is not covered by the Limited Warranty: 

a.     Tire marked “Non-Adjustable” (N/A) or “Blemished” (Blem), or previously adjusted.
b.     Failure, damage or irregular wear due to: 

        Road hazards (i.e. puncture, cut, snag, impact breaks, etc.) 
        Contact with vehicle parts, excessive sidewall scrubbing due to curbing, stone drilling, brake skid, wreck 
or collision;
        Fire, lightning, electrical damage, accident or vandalism;
        Mechanical condition of vehicle, including misalignment, wheel imbalance, faulty shocks or brakes, worn 
suspension or steering parts;
        Misapplication of tire, use of improper inner tube;
        Alteration of the tire or addition of foreign material or transfer from one vehicle to another, and faulty 
retreading or repairing procedures or materials used in the retreading process.

c.     Cost of mounting and balancing or other services except as noted.
d.     Loss of time or use, inconvenience, or any incidental or consequential damages.
e.     Tires operated at speeds that exceed posted limits, and tires used in racing or competition.
f.      Tires used in non-standard applications.
g.     Tires designed for highway use operated in off-road conditions.
h.     Tires that are improperly repaired including, but not limited to; sidewall modification by addition or removal 
of material, tubeless tires into which anything other than air has been introduced including foam, dry or liquid 
balancers and sealants.
i.     Tire/tube failure and air loss that has resulted from tube manufacturing deficiencies, tube deterioration, tire 
under/over inflation, improper tube and flap assembly, mounting tool damage, use of wrong size tube or a used 
tube, a bias tube in a radial application, applying an incompatible mounting lubricant, foreign objects contact-
ing tube assembly.
j.      Tubes, tube fitment, tube usage are not covered under this warranty.
k.     Tires subjected to vehicle suspension deficiencies, wheels misalignment, improperly maintained balance or 
inflation.

This Limited Warranty provides tire replacement, but only under certain conditions. This limited warranty applies to 
all EVERGREEN radial truck tires used in normal driving conditions and are deemed warrantable based on the criteria 
set within this warranty. There is no warranty for tires that wear out, fail or become unserviceable because of neglect 
or mistreatment. It is imperative that you abide by all safety standards and maintenance practices. Please carefully 
read the terms and conditions as defined within this warranty.

This warranty covers only new EVERGREEN radial truck tires to the extent that they are free from defects in materials 
and workmanship for the life of the original tread of the new tire, less 2/32”. The life of the original usable tread ends 
when the tire has worn down and only has 2/32” remaining. Once the tread is worn down to the top of the built-in 
“wear indicators” in the tread grooves molded at 2/32”, the tire is considered fully worn out regardless of its age or 
mileage.

This warranty applies to EVERGREEN radial truck tires purchased through an authorized EVERGREEN dealer.

Safety Practices
Serious injury or property damage may result from:
        TIRE FAILURE DUE TO OVERINFLATION, UNDERINFLATION and/or OVERLOADING.
        Not following the owner’s manual or tire placard on vehicle.
        TIRE FAILURE DUE TO EXCESSIVE HIGH SPEED.  Follow the owner’s manual or tire placard in vehicle for guidance.
        EXPLOSION OF TIRE /RIM ASSEMBLY DUE TO IMPROPER MOUNTING.  Only specially trained persons should 
mount tires.
        FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS.
        FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY BEFORE DISMOUNTING.
        TIRE SPIINNING. On slippery surfaces such as rain, snow, mud, ice etc. do not spin tires, as personal injury and 
severe damage may result from excessive wheel spinning, including tire disintegration or axle damage.

Qualified Warranty Participants
This warranty applies to the original owner or user of any new EVERGREEN radial truck tire sold through an 
authorized dealer. Tires eligible for warranty must bear the EVERGREEN brand name, a complete D.O.T. serial 
identification number, NOT be stamped as Non-Adjustable (NA) and operated in normal driving conditions. Eligible 
tires must be on the vehicle on which they were originally installed, in conformance with the vehicle manufacturer’s 
recommendations. These tires are covered by this warranty for the life of the original usable tread depth (the original 
tread depth down to the level of tread-wear indicators molded at 2/32 inch) within 60 months for standard tires and 
72 months for Smartway verified tires from the date of purchase (proof of purchase required). If proof of purchase is 
not available, the coverage will be 60 months from the date of manufacture for standard tires and 72 months from 
the date of manufacture for all Smartway verified tires.

Free Tire Replacement
If a defect in workmanship and materials is found in any EVERGREEN radial truck tire within the first 50% of the original 
usable tread (original tread depth, less 2/32”, divided by 2), the tire will be replaced with a comparable new tire.
Mounting and balancing services, other applicable taxes and fees for the comparable new EVERGREEN tire are 
payable by the owner.

EVERGREEN RADIAL TRUCK TIRE LIMITED WARRANTY



Casing Policy
a.     asings of an EVERGREEN radial truck tires are warranted against defects in workmanship and material 
through the first and second retread (see c. below for age restrictions). Defects in material and workmanship 
found and validated in the process of buffing for retread will be considered as warrantable. The number of retreads 
must be clearly identified on the casing sidewall.   
b.     If an examination shows that a casing of an EVERGREEN radial truck tire failed due to a defect in workmanship or 
material, credit will be issued towards the purchase price of a comparable new EVERGREEN tire based on the values 
listed below:

c.     Above casing warranty valid only for first five (5) years after date of manufacture of original tire for all casings.

Owners’ Obligations
In order to be eligible for EVERGREEN Limited Warranty service, the owner must:
        Present the defective tire to an authorized EVERGREEN dealer
        Present proof of purchase to the satisfaction of the dealer
        Pay the amount due on a new tire, less the amount of credit, including taxes, mounting and balancing 
charges or cost of other services ordered (except as noted above) 

SIZE CASING VALUE (US$)

215/75R17.5 $15 

235/75R17.5 $15 

225/70R19.5 $20 

245/70R19.5 $20 

11R22.5 $60 

11R24.5 $60 

SIZE CASING VALUE (US$)

255/70R22.5 $55 

275/80R22.5 $55 

295/75R22.5 $50 

285/75R24.5 $65 

385/65R22.5 $65 

425/65R22.5 $65 
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D.   Retreadability
a.     There is no coverage applied to tires with any exposed cords in the bead, sidewall or tread areas and/or past 
the last 2/32” of original tread depth.

E.   Retreadability and Extended Service and Retreads 
a.     Tires rendered non-retreadable or unserviceable due to faulty or improper retreading. Improper retreading 
includes buffing to the cord surface, insufficient vulcanization, improper repair and failure of the bonding agent.
b.     This warranty does not cover inspection of tires for retreadability, the retread process, design, workmanship 
or materials: 

        Ensure proper tire maintenance, inflation pressures & loading practices in accordance with vehicle and applicable 
tire guides, as well as lawful operation of vehicles and adherence to government regulations.

Legal Rights
To the extent permitted by law, authorized dealers and its servicing agents shall not be held responsible for any 
of the following:
        Commercial Loss.
        Damage to or loss of property other than the tire itself.
        Incidental, indirect, special, or consequential damages arising from any cause whatsoever, including negligence.

Some states do not allow the exclusion or limitation of incidental or consequential damages, so the above 
limitation or exclusions may not apply to you. No representative or dealer has authority to make any representation, 
promise, or agreement on behalf of this Limited Warranty except as stated herein. Any tire, no matter how well 
constructed, may fail in service or otherwise become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this representation that a tire failure cannot occur. This warranty gives 
you specific legal rights, and you may also have other rights that vary from state to state. This limited warranty is 
applicable only in the United States.

No implied or express warranties are extended beyond the time when the tire has delivered its original tread life, 
except for the express warranties set forth in this “Limited Warranty”. All warranties promises and agreements, 
express or implied, of merchantability or otherwise, are excluded to the extent permitted by law.

Disclaimer
This warranty, or any warranty stored or referenced to herein, is exclusive and in lieu of any other warranty regarding 
the quality of EVERGREEN radial truck tires whether expressed or implied, and remedies for breach thereof shall be 
limited to those specifically provided herein.

l.     Tires submitted for ride disturbance complaints after the first two thirty-seconds of an inch (2/32”) new tread 
wear.
m.     Tires with the Department of Transportation (DOT) number removed.
n.     Tires worn past the last two thirty-seconds of an inch (2/32”) of original tread depth.
o.     Ozone cracking or weather checking on tires submitted more than four years (4) after the date of manufacture.
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